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CHAPTER 45
RADIATION SAFETY REQUIREMENTS FOR INDUSTRIAL

RADIOGRAPHIC OPERATIONS
[Prior to 8/5/92, see 641—41.4(136C)]

IAC 4/21/99

641—45.1(136C)  General requirements for industrial radiography operations.
45.1(1) Purpose and scope.  The rules in this chapter establish radiation safety requirements for

using sources of radiation for industrial radiography.  The requirements of this chapter are in addition
to, and not in substitution for, other applicable requirements of 641—Chapters 38, 39, and 40.  The
rules in this chapter apply to all licensees or registrants who use sources of radiation for industrial radi-
ography.  All references to any Code of Federal Regulations (CFR) in this chapter are those in effect as
of July 1, 1999.

The provisions of 641—Chapter 38 are in addition to, and not in substitution for, any other applica-
ble portions of 641—Chapters 39 to 45.

45.1(2) Definitions.  For the purpose of this chapter, the definitions of 641—Chapter 38 may also
apply.  As used in this chapter, the following definitions apply:

“Cabinet X-ray system” means an X-ray system with the X-ray tube installed in an enclosure inde-
pendent of existing architectural structures except the floor on which it may be placed.  The cabinet
X-ray system is intended to:

1. Contain at least that portion of a material being irradiated;
2. Provide radiation attenuation; and
3. Exclude personnel from its interior during generation of radiation.  Included are all X-ray sys-

tems designed primarily for the inspection of carry-on baggage at airline, railroad, and bus terminals,
and in similar facilities.  An X-ray tube used within a shielded part of a building, or X-ray equipment
which may temporarily or occasionally incorporate portable shielding, is not considered a cabinet
X-ray system.

“Certifiable cabinet X-ray system” means an existing uncertified X-ray system that has been modi-
fied to meet certification requirements specified in 21 CFR 1020.40.

“Certified cabinet X-ray system” means an X-ray system which has been certified in accordance
with 21 CFR 1010.2 as being manufactured and assembled pursuant to the provisions of 21 CFR
1020.40.

“Collimator” means a small radiation shield of lead or other heavy metal that is placed on the end of
a guide tube or directly onto a radiographic exposure device to restrict the size of the radiation beam
when the sealed source is cranked into position to make a radiographic exposure.

“Crank-out device” means the cable, protective sheath, and handcrank used to move the sealed
source from the shielded to the unshielded position to make an industrial radiographic exposure.

“Enclosed radiography” means industrial radiography conducted in an enclosed cabinet or room
and includes cabinet radiography and shielded-room radiography.

“Fluoroscopic imaging assembly” means a subsystem in which X-ray photons produce a fluoro-
scopic image.  It includes the image receptors such as the image intensifier and spot-film device, elec-
trical interlocks, if any, and structural material providing linkage between the image receptor and
source assembly.
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“GED”  means general educational development.
“I.D. card” means the document issued by the agency, another Agreement State, a licensing state,

or third-party certification to industrial radiographers following completion of requirements stated in
45.1(10)“b.”

“Lay-barge radiography” means industrial radiography performed on any water vessel used for
laying pipe.

“Lixiscope” means a portable light-intensified imaging device using a sealed source.
“Lock-out survey” means a radiation survey performed to verify that a sealed source is in its

shielded position.  The lock-out survey is performed before moving the radiographic exposure device
or source changer to a new location or when securing the radiographic exposure device or source
changer.

“Minimal threat” means that during the operations of electronic devices capable of generating or
emitting fields of radiation:

a. No deliberate exposure of an individual occurs;
b. The radiation is not emitted in an open beam configuration; and
c. No known physical injury to an individual has occurred.
“Offshore” means within the territorial waters of the United States.
“Permanent radiographic installation” means a shielded installation or structure designed or in-

tended for performing enclosed radiography, not located at a temporary job site, and in which radiogra-
phy is performed.

“Personal supervision” means guidance and instruction provided to a radiographer trainee by a
radiographer instructor who is present at the site, in visual contact with the trainee while the trainee is
using sources of radiation, and in such proximity that immediate assistance can be given if required.

“Platform radiography” means industrial radiography performed on an offshore platform or other
structure.

“Radiation safety officer” means an individual named by the licensee or registrant who has a
knowledge of, responsibility for, and authority to enforce appropriate radiation protection rules, stan-
dards, and practices on behalf of the licensee or registrant and who meets the requirements of
45.1(10)“d.”

“Radiographer” means any individual who has successfully completed the training, testing, and
documentation requirements of 45.1(10)“b,”  who performs or personally supervises industrial radio-
graphic operations, and is responsible to the licensee or registrant for ensuring compliance with the
requirement of these rules and all license and certificate of registration conditions.

“Radiographer trainee” means any individual who has successfully completed the training, test-
ing, and documentation requirements of 45.1(10)“a”  and who uses sources of radiation and related
handling tools or radiation survey instruments under the personal supervision of a radiographer trainer.
IAC 4/8/98
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“Radiographer trainer (instructor)” means any individual who instructs and supervises radio-
grapher trainees during on-the-job training and who meets the requirements of 45.1(10)“c.”

“Radiographic exposure device” means any instrument containing a sealed source fastened or con-
tained therein, in which the sealed source or shielding thereof may be moved or otherwise changed
from a shielded to unshielded position for purposes of making a radiographic exposure (e.g., camera).

“Radiographic personnel” means any radiographer or radiographer trainee.
“Residential location” means any area where structures in which people lodge or live are located,

and the grounds on which such structures are located including, but not limited to, houses, apartments,
condominiums, and garages.

“Shielded position” means the location within the radiographic exposure device or storage contain-
er which, by manufacturer’s design, is the proper location for the sealed source during storage.

“Shielded-room radiography” means industrial radiography conducted in a room shielded so that
radiation levels at every location on the exterior meet the limitations specified in 641—40.26(136C).

“Source assembly” means a component to which the sealed source is affixed or in which the sealed
source is contained.  The source assembly includes the sealed source (pigtail).

“Source changer” means a device designed and used for replacement of sealed sources in radio-
graphic exposure devices, including those source changers also used for transporting and storage of
sealed sources.

“Source container” means a shielded device in which sealed sources are secured, transported, and
stored.

“Storage area” means any location, facility, or vehicle which is used to store, to transport, or to
secure a radiographic exposure device, a storage container, or a sealed source when it is not in use and
which is locked or has a physical barrier to prevent accidental exposure, tampering with, or unautho-
rized removal of the device, container, or source.

“Storage container” means a shielded device in which sealed sources are secured, transported, and
stored.

“Temporary job site” means any location where industrial radiography is performed other than the
location(s) listed in a specific license or certificate of registration.

“Trainee status card” means the document issued by the agency following completion of the re-
quirements of 45.1(10)“a” (1) and (2).

“Transport container” means a package that is designed to provide radiation safety and security
when sealed sources are transported and which meets all applicable requirements of the U.S. Depart-
ment of Transportation.

“Underwater radiography” means industrial radiography performed when the radiographic expo-
sure device and related equipment are beneath the surface of the water.

45.1(3) Exemptions.
a. Uses of certified and certifiable cabinet X-ray systems designed to exclude individuals are ex-

empt from the requirements of this chapter, except for the requirements of 45.2(6)“b”  and “c.”
b. Industrial uses of lixiscopes are exempt from the requirements in this chapter.
c. Radiation machines determined by the agency to constitute a minimal threat to human health

and safety in accordance with 641—subrule 38.3(1) are exempt from the rules in this chapter, except
for the requirements of this subrule.
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45.1(4) Receipt, transfer, and disposal of sources of radiation.  Each licensee and registrant shall
maintain records showing the receipt, transfer, and disposal of sources of radiation.  These records
shall include the date the individual made the record, the radionuclide, number of curies, and the make,
model, and serial number of each source of radiation and device, as appropriate.  Records shall be
maintained for agency inspection until disposal is authorized by the agency.

45.1(5) Radiation survey instruments.
a. The licensee or registrant shall maintain sufficient calibrated and operable radiation survey

instruments at each location where sources of radiation are present to make physical radiation surveys
as required by this chapter and 641—subrule 40.36(1).  Instrumentation required by this subrule shall
have a range such that 2 millirems (0.02 millisievert) per hour through 1 rem (0.01 sievert) per hour can
be measured.

b. Notwithstanding the requirements of 641—subrule 40.36(2) each radiation survey instrument
shall be calibrated:

(1) At energies appropriate for use and at intervals not to exceed six months and after each
instrument servicing;

(2) Such that accuracy within plus or minus 20 percent can be demonstrated;
(3) At 2 points located approximately 1/3 and 2/3 of full-scale on each scale for linear scale instru-

ments; at midrange of each decade, and at 2 points of at least 1 decade for logarithmic scale instru-
ments; and at 3 points between 2 and 1000 mrem per hour for digital instruments; and

(4) By a person licensed or registered by the agency, another agreement state, or the U.S. Nuclear
Regulatory Commission to perform such service.

c. Records of these calibrations shall be maintained for two years after the calibration date for
inspection by the agency.

d. Each radiation survey instrument shall be checked with a radiation source at the beginning of
each day of use and at the beginning of each work shift to ensure it is operating properly.

45.1(6) Quarterly inventory.  Each licensee shall conduct a physical inventory at intervals not to
exceed three months to account for all sealed sources and radiography exposure devices received and
possessed by the licensee.  Sources of radiation include radiographic exposure devices containing de-
pleted uranium.  The records of the inventories shall be maintained for two years from the date of the
inventory for inspection by the agency and shall include:  the manufacturer, model number, serial num-
ber, radionuclide, number of curies, and location of each source of radiation; number of kilograms of
depleted uranium shielding; date of the inventory; and name of the individual making the inventory.

45.1(7) Utilization logs.
a. Each licensee or registrant shall maintain current logs of the use of each source of radiation.

The logs shall include:
(1) A unique identification, such as a serial number, of each radiation machine, each radiographic

exposure device containing a sealed source, and each sealed source;
(2) The identity of the radiographer using the source of radiation;
(3) Locations where each source of radiation is used; and
(4) The date(s) each source of radiation is removed from storage and returned to storage.  For fixed

installations, the date(s) each source of radiation is energized or used and the number of exposures
made.
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b. Utilization logs may be kept on IDPH Form 588-2693, Utilization Log, or on clear, legible
records containing all the information required by 45.1(7)“a.”   Copies of utilization logs shall be
maintained for agency inspection for two years from the date of the recorded event.  The records shall
be kept at the location specified by the license or certificate of registration.

45.1(8) Inspection and maintenance.
a. Each licensee or registrant shall ensure that visual and operability checks for obvious defects,

proper working order, adequate shielding, and required labeling of radiation machines, radiographic
exposure devices, storage containers, and source changers, and survey instruments are performed
prior to each day or shift of use.

b. Each licensee or registrant shall conduct a program, at intervals not to exceed three months, or
prior to the first use thereafter, of inspection and maintenance of radiation machines, radiographic ex-
posure devices, storage containers, and source changers to ensure proper functioning of components
important to safety.  All appropriate parts shall be maintained in accordance with manufacturer’s speci-
fications.  Records of inspection and maintenance shall be maintained for inspection by the agency for
two years from the date of the recorded event.  This program shall cover, as a minimum, the items in
Appendix B.

c. If any inspection conducted pursuant to 45.1(8)“a”  or “b”  reveals damage to components crit-
ical to radiation safety, the device shall be removed from service and labeled as defective until repairs
have been made.

45.1(9) Permanent radiographic installations.  Permanent radiographic installations having high
radiation area entrance controls of the type described in 641—paragraphs 40.42(1)“b”  and “c”  shall
also meet the following requirements:

a. Each entrance that is used for personnel access to the high radiation area shall have both visible
and audible warning signals to warn of the presence of radiation.  The visible signal shall be activated
by radiation.  The audible signal shall be activated when an attempt is made to enter the installation
while the source is exposed.

b. The control device or alarm system shall be tested for proper operation at the beginning of each
day of equipment use.  If a control device or alarm system is operating improperly, it shall be immedi-
ately labeled as defective and repaired before industrial radiographic operations are resumed.  Records
of these tests shall be maintained for inspection by the agency for two years from the date of the event.

45.1(10)  Training and testing for radiographic personnel.
a. Radiographer trainee requirements.  No licensee or registrant shall permit any individual to act

as a radiographer trainee, as defined in this chapter, until:
(1) It has been documented on the appropriate agency form or equivalent that such individual has

received copies of and has demonstrated an understanding of:
1. The subjects outlined in Appendix A, presented in a course approved by the agency, another

agreement state, or the U.S. Nuclear Regulatory Commission;
2. The rules contained in this chapter and the applicable sections of 641—Chapters 38, 39, and

40;
3. The appropriate conditions of license(s) or certificate(s) of registration; and
4. The licensee’s or registrant’s operating and emergency procedures.
(2) The individual possesses a current agency-issued trainee status card issued after completion of

45.1(10)“a” (1).  Trainee status will be granted only once for each individual and is valid for no longer
than two years.
IAC 4/21/99
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b. Radiographer requirements.  No licensee or registrant shall permit any individual to act as a
radiographer:

(1) Until it has been documented to the agency that such individual:
1. Has completed the requirements of 45.1(10)“a” (1);
2. Has completed at least two months of on-the-job training as a radiographer trainee supervised

by one or more radiographic trainers authorized on a license or registration certificate.  The on-the-job
training shall be documented on the appropriate agency form or equivalent and shall include at least
200 hours of active participation in industrial radiographic operations and does not include safety
meetings or classroom training (this requirement does not apply to individuals designated as radio-
graphers prior to January 1, 1992);

3. Has demonstrated competence in the use of sources of radiation, radiographic exposure de-
vices, related handling tools, and radiation survey instruments which may be employed in industrial
radiographic assignments;

(2) Unless the individual has successfully completed within the last five years the appropriate
agency-administered examination prescribed in 45.1(10)“f” (2) or equivalent examination; and

(3) Unless the individual possesses a current I.D. card.
c. Radiographer trainer.  No individual shall act as a radiographer trainer unless such individual:
(1) Has met the requirements of 45.1(10)“a” (1) and “b” ;
(2) Has one year of documented experience as an industrial radiographer; and
(3) Is named on the specific license or certificate of registration issued by the agency and under

which an individual is acting as a radiographer trainer, or
(4) Possesses a valid radiographer trainer card issued by the agency.
d. Radiation safety officer.
(1) A radiation safety officer (RSO) shall be designated for every industrial radiography license

and certificate of registration issued by the agency.
(2) The RSO’s qualifications shall include:
1. Possession of a high school diploma or a certificate of high school equivalency based on the

GED test;
2. Completion of the training and testing requirements of 45.1(10)“a” (1) and

45.1(10)“b” (1)“3,” (2), and (3); and
3. Two years of documented radiation protection experience, including knowledge of industrial

radiographic operations with at least 40 hours of active participation in industrial radiographic opera-
tions.

(3) The specific duties of the RSO include, but are not limited to, the following:
1. To establish and oversee operating, emergency, and ALARA procedures and to review them

regularly to ensure that the procedures are current and conform with these rules;
2. To oversee and approve all phases of the training program for radiographic personnel so that

appropriate and effective radiation protection practices are taught;
3. To ensure that required radiation surveys and leak tests are performed and documented in ac-

cordance with these rules, including any corrective measures when levels of radiation exceed estab-
lished limits;
IAC 4/21/99
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4. To ensure that personnel monitoring devices are calibrated and used properly by occupational-
ly exposed personnel, that records are kept of the monitoring results, and that timely notifications are
made as required by 641—Chapter 40;

5. To ensure that any required interlock switches and warning signals are functioning and that
radiation signs, ropes, and barriers are properly posted and positioned;

6. To investigate and report to the agency each known or suspected case of radiation exposure to
an individual or radiation level detected in excess of limits established by these rules and each theft or
loss of source(s) of radiation, to determine the cause, and to take steps to prevent its recurrence;

7. To have a thorough knowledge of management policies and administrative procedures of the
licensee or registrant;

8. To assume control and have the authority to institute corrective actions including shutdown of
operations when necessary in emergency situations or unsafe conditions;

9. To maintain records as required by these rules (see Appendix C);
10. To ensure the proper storing, labeling, transport, and use of exposure devices and sources of

radiation;
11. To ensure that quarterly inventory and inspection and maintenance programs are performed in

accordance with 45.1(6), 45.1(8), 45.2(3), and 45.3(6)“b” ; and
12. To ensure that personnel are complying with these rules, the conditions of the license or the

registration, and the operating and emergency procedures of the licensee or registrant.
e. Training and testing records.  Each licensee and registrant shall maintain, for agency inspec-

tion, training and testing records which demonstrate that the applicable requirements of 45.1(10)“a”
and “b”  are met for all industrial radiographic personnel.  Records shall be kept on IDPH Form
588-2692 or on clear, legible records containing all the information required by IDPH Form 588-2692.
Records shall be maintained until disposal is authorized by the agency.

f. Applications and examinations.
(1) Application.
1. An application for taking the examination shall be on forms prescribed and furnished by the

agency along with the fee required in 641—38.8(3).
2. An individual whose I.D. card has been suspended or revoked shall obtain prior approval from

the agency to apply to take the examination.
(2) Examination.  The examination shall be given for the purpose of determining the qualifica-

tions of applicants.
1. A written examination shall be held at such times and places as the agency shall determine.

The scope of the examination and the methods of procedure, including determination of the passing
score, shall be prescribed by the agency.  The examination will emphasize the applicant’s ability to
safely use sources of radiation and related equipment and the applicant’s knowledge of these rules.

2. A candidate failing an examination may apply for reexamination in accordance with
45.1(10)“f” (1) and will be reexamined.  A candidate shall not retake the same version of the agency-
administered examination.
IAC 4/8/98



Ch 45, p.8 Public Health[641] IAC 4/8/98

3. The examination will be held at locations designated by the agency.  The examination shall
normally be offered quarterly.  Dates, times, and locations of the examinations will be provided by the
agency.

4. The examination will be in the English language.
5. To take the examination, an individual shall have a picture identification card (such as an Iowa

driver’s license) at the time of the examination.
6. Calculators will be permitted during the examination; however, calculators or computers with

preprogrammed data or formulas, including exposure calculations, will not be permitted.
7. The examination will be a “closed book” examination.
8. Examination material shall be returned to the agency at the end of the examination.  No photo-

graphic or other copying of examination questions or materials shall be permitted.  Disclosure by any
individual of the contents of any examination prior to the administration is prohibited.

9. Any individual observed by an agency proctor to be compromising the integrity of the ex-
amination shall be required to surrender the examination, the answer sheet, and any work paper.  Such
individual will not be allowed to complete the examination, will forfeit the examination fee, and will
leave the examination site to avoid disturbing other examinees.  Such individual may resubmit an ap-
plication and an additional examination fee to take the examination not earlier than three months later.

10. The names and scores of individuals taking the examination shall be a public record.
g. Identification procedures.
(1) I.D. card.
1. An I.D. card shall be issued to each person who successfully completes the requirements of

45.1(10)“b”  and the examination prescribed in 45.1(10)“f” (2) or equivalent exam.
2. Each person’s I.D. card shall contain the person’s photograph.
3. The I.D. card remains the property of the state of Iowa and may be revoked or suspended under

the provisions of 45.1(10)“h.”
4. Any individual who wishes to replace the I.D. card shall submit to the agency a written request

for a replacement I.D. card, stating the reason a replacement I.D. card is needed and the fee required in
641—subrule 38.8(3).  The individual shall maintain in possession a copy of the request while per-
forming industrial radiographic operations until a replacement I.D. card is received from the agency.

(2) Expiration of I.D. card.  Each I.D. card expires at the end of the day, in the month and year
stated on the I.D. card.

(3) Renewal of I.D. card.
1. Applications for examination to renew an I.D. card shall be filed in accordance with

45.1(10)“f” (1).
2. The examination for renewal of an I.D. card shall be administered in accordance with

45.1(10)“f” (2).
3. A renewed I.D. card shall be issued in accordance with 45.1(10)“g” (1).
h. Revocation or suspension of an I.D. card.
(1) Any radiographer who violates these rules may be required to show cause at a formal hearing

why the I.D. card should not be revoked or suspended.
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(2) When an agency order has been issued for an industrial radiographer to cease and desist from
the use of radioactive material or revoking or suspending the I.D. card, the industrial radiographer shall
surrender the I.D. card to the agency until such time as the order is changed or the suspension expires.

(3) An agency’s inspector may, in certain instances, confiscate any radiographer’s I.D. card on the
spot while conducting an inspection or investigation.  If the inspector determines that the activities be-
ing conducted by the radiographer are significant enough to be classified as severity I, II, or III, as spe-
cified in 641—38.5(136C), and after obtaining the approval of agency management, the inspector may
take any radiographer’s I.D. card.  The agency will then issue a cease and desist order to the radio-
grapher’s employer, forward the I.D. card(s) to the issuing entity, and notify the U.S. Nuclear Regula-
tory Commission and other agreement states.

i. Exemptions.  Any person using a source of radiation to determine the presence of explosives in
a package or the authenticity of a piece of art is exempt from the provisions of 45.1(10)“a”  to “h.”

45.1(11)  Internal audits.  Each licensee or registrant shall conduct an internal audit program to
ensure that the radioactive material license conditions and the licensee’s or registrant’s operating and
emergency procedures are followed by each radiographer.  Each radiographer’s, radiographer train-
ee’s, and accelerator operator’s performance during an actual radiographic operation shall be audited
at intervals not to exceed three months.  If a radiographer or a radiographer trainee has not participated
in a radiographic operation for more than three months since the last audit, that individual’s perfor-
mance shall be observed and recorded the next time the individual participates in a radiographic opera-
tion.  Records of audits shall be maintained by the registrant for agency inspection for two years from
the date of the audit.

45.1(12)  Personnel monitoring control.
a. The personnel monitoring program shall meet the applicable requirements of 641—Chapter

40.
b. When performing industrial radiographic operations:
(1) No licensee or registrant shall permit an individual to act as a radiographer, radiographer train-

ee, or radiographer trainer unless the individual wears a direct-reading pocket dosimeter, an alarm rate-
meter, and either a film badge or a thermoluminescent dosimeter (TLD) at all times during the radio-
graphic operations.  For permanent radiographic installations where other appropriate alarming or
warning devices are in routine use, the wearing of an alarm ratemeter is not required.

(2) Pocket dosimeters shall meet the criteria in ANSI N322-1977 and shall have a range of zero to
at least 200 milliroentgens.

(3) Pocket dosimeters shall be recharged at the start of each work shift.
(4) Pocket dosimeters shall be read and exposures recorded at least once daily, at the end of each

work shift, and before each recharging.
(5) If an individual’s pocket dosimeter is discharged beyond its range (i.e., goes “off scale”), in-

dustrial radiographic operations by that individual shall cease and the individual’s film badge or TLD
shall be within 24 hours sent for processing.  The individual shall not return to work with sources of
radiation until a determination of the radiation exposure has been made.

(6) Each film badge or TLD shall be assigned to and worn by only one individual.
(7) Film badges and TLDs must be replaced at least monthly.  After replacement, each film badge

or TLD must be returned to the supplier for processing within 14 calendar days of the exchange date
specified by the personnel monitoring supplier.

(8) If a film badge or TLD is lost or damaged, the worker shall cease work immediately until a
replacement film badge or TLD is provided and the exposure is calculated for the time period from
issuance to loss or damage of the film badge or TLD.
IAC 4/8/98
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c. Records of pocket dosimeter readings of personnel exposures shall be maintained for two
years by the licensee or registrant for agency inspection.  If the dosimeter readings were used to deter-
mine external radiation dose (i.e., no TLD or film badge exposure records exist), the records shall be
maintained until the agency authorizes disposal.

d. Pocket dosimeters shall be checked for correct response to radiation at periods not to exceed
one year.  Acceptable dosimeters shall read within plus or minus 20 percent of the true radiation expo-
sure.  Records of this check shall be maintained for inspection by the agency for two years from the date
of the event.

e. Reports received from the film badge or TLD processor shall be kept for inspection by the
agency until the agency authorizes disposition.

f. Each alarm ratemeter must:
(1) Be checked to ensure that the alarm functions properly (sounds) prior to use at the start of each

shift.  Records of alarm function checks shall be maintained for two years by the licensee or registrant
for agency inspection;

(2) Be set to give an alarm signal at a preset dose rate of 500 mR/hr;
(3) Require special means to change the preset alarm function; and
(4) Be calibrated at periods not to exceed one year for correct response to radiation:  Acceptable

ratemeters must alarm within plus or minus 20 percent of the true radiation dose rate.  Records of the
alarming ratemeter calibrations shall be maintained for two years by the licensee or registrant for
agency inspection.

45.1(13)   Supervision of radiographer trainee.  Whenever a radiographer trainee uses radiographic
exposure devices, sealed sources or related source handling tools or conducts radiation surveys re-
quired by 45.2(5) or 45.3(7) to determine that the sealed source has returned to the shielded position
after an exposure, the radiographer trainee shall be under the personal supervision of a radiographer
instructor.

45.1(14)  Access control.
a. During each industrial radiographic operation, a radiographer shall maintain visual surveil-

lance of the operation to protect against unauthorized entry into a restricted area, radiation area or high
radiation area, except:

(1) Where the high radiation area is equipped with a control device or an alarm system as de-
scribed in 641—subrule 40.42(1); or

(2) Where the high radiation area is locked to protect against unauthorized or accidental entry.
b. Radiographic exposure devices shall not be left unattended except when in storage or physi-

cally secured against unauthorized removal.
45.1(15)  Posting.
a. Notwithstanding any provisions in 641—subrule 40.62(1) areas in which radiography is being

performed shall be conspicuously posted as required by 641—subrules 40.61(1) and 40.61(2).
b. Whenever practicable, ropes or barriers shall be used in addition to appropriate signs to desig-

nate areas in accordance with 641—subrule 40.26(1) and to help prevent unauthorized entry.
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c. During pipeline industrial radiography operations, sufficient radiation signs and other barriers
shall be posted to prevent unmonitored individuals from entering the radiation area.

d. Notwithstanding the requirements of 45.1(15)“a,”  a restricted area may be established in ac-
cordance with 641—subrule 40.26(1) and may be posted in accordance with 40.61(1) and 40.61(2),
i.e., both signs may be posted at the same location at the boundary of the restricted area.

45.1(16)  Temporary job site requirements.
a. Documents and records.  Each licensee or registrant conducting industrial radiography at a

temporary job site shall have the following records available at that site for inspection by the agency:
(1) Appropriate license or certificate of registration or equivalent document;
(2) The appropriate operating and emergency procedures;
(3) The applicable agency rules;
(4) Survey records required pursuant to 45.2(5)“d” and 45.3(7)“j” for the period of operation at

the site;
(5) Daily pocket dosimeter records for the period of operation at the site;
(6) The daily alarming ratemeter records for the period of operation at the site; and
(7) The latest radiation survey instrument calibration and leak test records for specific devices and

sealed sources in use at the site.  Acceptable records include tags or labels which are affixed to the de-
vice or survey meter and decay charts for sources which have been manufactured within the last six
months.

b. Reserved.
45.1(17)   Specific requirements for radiographic personnel performing industrial radiography.
a. At a job site, the following shall be supplied by the licensee or registrant:
(1) At least one operable, calibrated radiation survey instrument;
(2) A current whole body personnel monitor (TLD or film badge) for each individual;
(3) An operable, calibrated pocket dosimeter with a range of 0 to 200 milliroentgens (5.16 × 10-5

C/kg) for each worker; and
(4) An operable, calibrated alarm ratemeter for each worker; and
(5) The appropriate barrier ropes and signs.
b. Each radiographer at a job site shall possess a valid I.D. card.
c. Each radiographer trainee at a job site shall possess a valid trainee status card issued by the

agency.
d. Industrial radiographic operations shall not be performed if any of the items in 45.1(17)“a,”

“b,” and “c” are not available at the job site or are inoperable.
e. No individual other than a radiographer or a radiographer trainee who is under the personal

supervision of a radiographer trainer shall manipulate controls or operate equipment used in industrial
radiographic operations.

f. During an inspection by the agency, the agency inspector may terminate an operation if any of
the items in 45.1(17)“a” are not available and operable or if the required number of radiographic per-
sonnel are not present.  Operations shall not be resumed until such conditions are met.

45.1(18)  Notification of incidents.
a. The agency shall be notified of thefts or losses of sources of radiation, overexposures, and ex-

cessive levels in accordance with 641—40.95(136C) and 40.97(136C).
IAC 10/9/96, 6/4/97
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b. Each licensee or registrant shall submit a written report within 30 days to the agency whenever
one of the following events occurs:

(1) The source assembly cannot be returned to the fully shielded position and properly secured;
(2) The source assembly becomes disconnected from the drive cable;
(3) The failure of any component (critical to safe operation of the radiographic exposure device) to

properly perform its intended function; or
(4) An indicator on a radiation-producing machine fails to show that radiation is being produced

or an exposure switch fails to terminate production of radiation when turned to the off position.
c. The licensee or registrant shall include the following information in each report submitted in

accordance with 45.1(18)“b” :
(1) A description of the equipment problem;
(2) Cause of each incident, if known;
(3) Manufacturer and model number of equipment involved in the incident;
(4) Location, time, and date of the incident;
(5) Actions taken to establish normal operations;
(6) Corrective actions taken or planned to prevent recurrence; and
(7) Names of personnel involved in the incident.

641—45.2(136C)  Radiation safety requirements for the use of radiation machines in industrial
radiography.

45.2(1) Locking of sources of radiation.  The control panel of each radiation machine shall be
equipped with a locking device that will prevent the unauthorized use of an X-ray system or the acci-
dental production of radiation.  The radiation machine shall be kept locked and the key removed at all
times except when under the direct visual surveillance of a radiographer.

45.2(2) Permanent storage precautions.  Radiation machines shall be secured while in storage to
prevent tampering or removal by unauthorized individuals.

45.2(3) Requirements for radiation machines used in industrial radiographic operations.
a. Equipment used in industrial radiographic operations involving radiation machines manufac-

tured after January 1, 1992, shall be certified at the time of manufacture to meet the criteria set forth by
ANSI N537-1976.

b. The registrant’s name and city or town where the main business office is located shall be prom-
inently displayed with a durable, clearly visible label(s) on all vehicles used to transport radiation ma-
chines for temporary job site use.

45.2(4) Operating and emergency procedures.
a. The registrant’s operating and emergency procedures shall include instructions in at least the

following:
(1) Operation and safety instruction on the radiation machine(s) to be used;
(2) Methods and occasions for conducting radiation surveys;
(3) Methods for controlling access to radiographic areas;
(4) Methods and occasions for locking and securing sources of radiation;

IAC 8/5/92, 6/4/97
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(5) Personnel monitoring and the use of personnel monitoring equipment, including steps that
must be taken immediately by radiography personnel in the event a pocket dosimeter is found to be
off-scale;

(6) Minimizing exposure of individuals in the event of an accident;
(7) The procedure for notifying proper personnel in the event of an accident;
(8) Maintenance of records; and
(9) Inspection and maintenance of radiation machines.
b. Each registrant shall provide, as a minimum, two radiographic personnel when radiation ma-

chines are used for any industrial radiography conducted other than at a permanent radiographic instal-
lation (shielded room, bay, or bunker).  If one of the personnel is a radiographer trainee the other shall
be a radiographer trainer authorized by the certificate of registration.

c. No individual other than a radiographer or a radiographer trainee who is under the personal
supervision of a radiographer trainer shall manipulate controls or operate equipment used in industrial
radiographic operations.

d. Rescinded IAB 4/8/98, effective 7/1/98.
45.2(5) Radiation surveys and survey records.
a. No radiographic operation shall be conducted unless calibrated and operable radiation survey

instrumentation, as described in 45.1(5), is available and used at each site where radiographic expo-
sures are made.

b. A physical radiation survey shall be made after each radiographic exposure using radiation
machines to determine that the machine is “off.”

c. All potential radiation areas where industrial radiographic operations are to be performed shall
be posted in accordance with 45.1(15), based on calculated dose rates, before industrial radiographic
operations begin.  An area survey shall be performed during the first radiographic exposure to confirm
that 45.1(15) requirements have been met and that unrestricted areas do not have radiation levels in
excess of the limits specified in 641—subrule 40.26(1).

d. Records shall be kept of the surveys required by 45.2(5)“b”  and “c.”   Such records shall be
maintained for inspection by the agency for two years after completion of the survey.  If the survey was
used to determine an individual’s exposure, however, the records of the survey shall be maintained
until the agency authorizes their disposition.

45.2(6) Special requirements and exemptions for enclosed radiography.
a. Systems for enclosed radiography, including shielded-room radiography and cabinet radiog-

raphy, designed to allow admittance of individuals shall:
(1) Comply with all applicable requirements of this chapter and 641—subrule 40.26(1).  If such a

system is a certified cabinet X-ray system, it shall comply with all applicable requirements of this chap-
ter and 21 CFR 1020.40.
IAC 4/8/98
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(2) Be evaluated at intervals not to exceed one year to ensure compliance with the applicable re-
quirements as specified in 641—subrule 40.26(1).  Records of these evaluations shall be maintained
for inspection by the agency for a period of two years after the evaluation.

b. Certified and certifiable cabinet X-ray systems designed to exclude individuals from the inte-
rior of the cabinet are exempt from the requirements of this chapter except that:

(1) Operating personnel must be provided with either a film badge or a thermoluminescent dosim-
eter in accordance with the appropriate provisions of 641—40.37(136C).

(2) No registrant shall permit any individual to operate a cabinet X-ray system until such individu-
al has received a copy of and instruction in the operating procedures for the unit and has demonstrated
competence in its use.  Records which demonstrate compliance with this subparagraph shall be main-
tained for inspection by the agency until disposition is authorized by the agency.

(3) Tests for proper operation of interlocks used to control entry to the high radiation area or alarm
systems, where applicable, shall be conducted and recorded every three months.  Records of these tests
shall be maintained for agency inspection until disposal is authorized by the agency.

(4) The registrant shall perform an evaluation, at intervals not to exceed one year, to determine
conformance with 641—subrule 40.26(1).  If such a system is a certified cabinet X-ray system, it shall
be evaluated at intervals not to exceed one year to determine conformance with 21 CFR 1020.40.
Records of these evaluations shall be maintained for inspection by the agency for a period of two years
after the evaluation.

c. Certified cabinet X-ray systems shall be maintained in compliance with 21 CFR 1020.40 un-
less prior approval has been granted by the agency pursuant to 641—38.3(136C).

45.2(7) Registration for industrial radiographic operations.
a. Radiation machines used in industrial radiographic operations shall be registered in accor-

dance with 641—Chapter 39.
b. In addition to the registration requirements in 641—Chapter 39, an application for a certificate

of registration shall include the following information:
(1) A schedule or description of the program for training radiographic personnel which specifies:
1. Initial training,
2. Periodic training,
3. On-the-job training, and
4. Methods to be used by the registrant to determine the knowledge, understanding, and ability of

radiographic personnel to comply with agency rules, registration requirements, and the operating and
emergency procedures of the applicant.

(2) Written operating and emergency procedures, including all items listed in Appendix D.
(3) A description of the internal inspection system or other management control to ensure that ra-

diographic personnel follow registration provisions, rules of the agency, and the applicant’s operating
and emergency procedures.

(4) A list of permanent radiographic installations and descriptions of permanent storage and use
locations.

(5) A description of the organization of the industrial radiographic program, including delega-
tions of authority and responsibility for operation of the radiation safety program.

c. A certificate of registration will be issued if the requirements of 641—Chapter 39 and this sub-
rule are met.
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641—45.3(136C)  Radiation safety requirements for use of sealed sources of radiation in indus-
trial radiography.

45.3(1) Limits on external radiation levels from storage containers and source changers.  The
maximum exposure rate limits for storage containers and source changers are 200 millirems (2 milli-
sieverts) per hour at any surface, and 10 millirem (0.1 millisieverts) per hour at 1 meter from any exteri-
or surface with the sealed source in the shielded position.

45.3(2) Locking of sources of radiation.
a. Each source of radiation shall be provided with a lock or lockable outer container designed to

prevent unauthorized or accidental removal or exposure of a sealed source and shall be kept locked at
all times except when under the direct surveillance of a radiographer or radiographer trainee, or as may
be otherwise authorized pursuant to 45.3(6).  Each storage container and source changer likewise shall
be provided with a lock and shall be kept locked when containing sealed sources except when the con-
tainer is under the direct surveillance of a radiographer or radiographer trainee.

b. Radiographic exposure devices, source changers, and storage containers, prior to being moved
from one location to another and also prior to being secured at a given location, shall be locked and
surveyed to ensure that the sealed source is in the shielded position.

c. The sealed source shall be secured in its shielded position by locking the exposure device or
securing the remote control each time the sealed source is returned to its shielded position.  Then a
survey shall be performed to determine that the sealed source is in the shielded position pursuant to
45.3(7)“b.”

45.3(3) Storage precautions.
a. Locked radiographic exposure devices, source changers, transport packages, and storage con-

tainers shall be physically secured to prevent tampering, accidental loss, or removal by unauthorized
personnel and stored to minimize danger from explosion or fire.

b. Radiographic exposure devices, source changers, or storage containers that contain radioac-
tive material shall not be stored in residential locations.  This requirement does not apply to storage of
radioactive material in a vehicle in transit for use at temporary job sites, if the licensee complies with
45.3(3)“c,”  and if the vehicle does not constitute a permanent storage location as described in 45.1(9).
IAC 7/14/99
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c. If a vehicle is to be used for storage of radioactive material, a vehicle survey shall be performed
after securing radioactive material in the vehicle and before transport to ensure that radiation levels do
not exceed the limits specified in 641—subrule 40.26(1) at the exterior surface of the vehicle.

d. A storage or use location is permanent if radioactive material is stored at the location for more
than 90 days and any one or more of the following applies to the location:

(1) Telephone service is established by the licensee;
(2) Industrial radiographic services are advertised for or from the location;
(3) Industrial radiographic operations are conducted at other sites due to arrangements made from

the location.
45.3(4) Performance requirements for radiography equipment.  Equipment used in industrial ra-

diographic operations must meet the following minimum criteria:
a. Each radiographic exposure device and all associated equipment must meet the requirements

specified in American National Standard N432-1980 “Radiological Safety for the Design and
Construction of Apparatus for Gamma Radiography” (published as NBS Handbook 136, issued Janu-
ary 1981).  This publication has been approved for incorporation by reference by the Director of the
Federal Register in accordance with 5 U.S.C. 552(a).  This publication may be purchased from the Su-
perintendent of Documents, U.S. Government Printing Office, Washington, D.C. 20402, and from the
American National Standards Institute, Inc., 1430 Broadway, New York, New York 10018, telephone
(212)642-4900.  Copies of the document are available for inspection at the Iowa Department of Public
Health, Bureau of Radiological Health, Lucas State Office Building, Des Moines, Iowa 50319.

b. In addition to the requirements specified in paragraph “a” of this subrule, the following re-
quirements apply to radiographic exposure devices and associated equipment.

(1) Each radiographic exposure device must have attached to it by the user a durable, legible,
clearly visible label bearing the:

1. Chemical symbol and mass number of the radionuclide in the device;
2. Activity and the date on which this activity was measured;
3. Model number and serial number of the sealed source;
4. Manufacturer of the sealed source; and
5. Licensee’s name, address, and telephone number.
(2) Radiographic exposure devices intended for use as Type B transport containers must meet the

applicable requirements of 641—39.5(136C).
(3) Modification of any exposure devices and associated equipment is prohibited, unless the de-

sign of any replacement component, including source holder, source assembly, controls or guide tubes
would not compromise the design safety features of the system.

c. In addition to the requirements specified in paragraphs “a”  and “b” of this subrule, the follow-
ing requirements apply to radiographic exposure devices and associated equipment that allow the
source to be moved out of the device for radiographic operation or source changing:

(1) The coupling between the source assembly and the control cable must be designed in such a
manner that the source assembly will not become disconnected if cranked outside the guide tube.  The
coupling must be such that it cannot be unintentionally disconnected under normal and reasonably
foreseeable abnormal conditions;
IAC 4/8/98
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(2) The device must automatically secure the source assembly when it is cranked back into the
fully shielded position within the device.  This securing system may only be released by means of a
deliberate operation on the exposure device;

(3) The outlet fittings, lock box, and drive cable fittings on each radiographic exposure device
must be equipped with safety plugs or covers which must be installed during storage and transportation
to protect the source assembly from water, mud, sand, or other foreign matter;

(4) Each sealed source or source assembly must have attached to it or engraved in it, a durable,
legible, visible label with the words:  “DANGER—RADIOACTIVE.”  The label must not interfere
with safe operation of the exposure device or associated equipment;

(5) The guide tube must have passed the crushing tests for the control tube as specified in ANSI
N432 and a kinking resistance test that closely approximates the kinking forces likely to be encoun-
tered during use;

(6) Guide tubes must be used when moving the source out of the device;
(7) An exposure head or similar device designed to prevent the source assembly from passing out

of the end of the guide tube must be attached to the outermost end of the guide tube during radiographic
operations;

(8) The guide tube exposure head connection must be able to withstand the tensile test for control
units specified in ANSI N432;

(9) Source changers must provide a system for ensuring that the source will not be accidentally
withdrawn from the changer when connecting or disconnecting the drive cable to or from a source as-
sembly.

d. All newly manufactured radiographic exposure devices and associated equipment acquired by
licensees after January 10, 1992, must comply with the requirements of this subrule.

e. All radiographic exposure devices and associated equipment in use after January 10, 1996,
must comply with the requirements of this subrule.

45.3(5) Leak testing, repair, tagging, opening, modification, and replacement of sealed sources.
a. The replacement of any sealed source fastened to or contained in a radiographic exposure de-

vice and leak testing, repair, tagging, opening, or any other modification of any sealed source shall be
performed only by persons specifically authorized to do so by the agency, the U.S. Nuclear Regulatory
Commission, or an agreement state.

b. Each sealed source shall be tested for leakage at intervals not to exceed six months.  In the ab-
sence of a certificate from a transferor indicating that a test has been made within the six-month period
prior to the transfer, the sealed source shall not be put into use until tested.

c. The leak test shall be capable of detecting the presence of 0.005 microcurie (185 Bq) of remov-
able contamination on the sealed source.  An acceptable leak test for sealed sources in the possession of
a radiography licensee would be to test at the nearest accessible point to the sealed source storage posi-
tion, or other appropriate measuring point, by a procedure to be approved pursuant to 641—subpara-
graph 39.4(27)“e” (5).  Records of leak test results shall be kept in units of microcuries (becquerels)
and maintained for inspection by the agency for six months after the next required leak test is per-
formed or until the sealed source is transferred or disposed.
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d. Any test conducted pursuant to 45.3(5)“b”  and “c” which reveals the presence of 0.005 mi-
crocurie (185 Bq) or more of removable radioactive material shall be considered evidence that the
sealed source is leaking.  The licensee shall immediately withdraw the equipment involved from use
and shall cause it to be decontaminated and repaired or to be disposed of in accordance with rules of the
agency.  Within five days after obtaining results of the test, the licensee shall file a report with the
agency describing the equipment involved, the test results, and the corrective action taken.

e. Each radiographic exposure device shall have permanently attached to it a durable label which
has, as a minimum, the instruction:  “Danger—Radioactive Material—Do Not Handle—Notify Civil
Authorities if Found.”

45.3(6) Operating and emergency procedures.
a. The licensee’s operating and emergency procedures shall include instructions in at least the

following:
(1) Handling and use of sources of radiation to be employed such that no individual is likely to be

exposed to radiation doses in excess of the limits established in 641—Chapter 40;
(2) Methods and occasions for conducting radiation surveys;
(3) Methods for controlling access to radiographic areas;
(4) Methods and occasions for locking and securing sources of radiation;
(5) Personnel monitoring and the use of personnel monitoring equipment, including steps that

must be taken immediately by radiography personnel in the event a pocket dosimeter is found to be
off-scale;

(6) Transportation to field locations, including packing of sources of radiation in the vehicles,
posting of vehicles, and control of sources of radiation during transportation;

(7) Minimizing exposure of individuals in the event of an accident;
(8) The procedure for notifying proper personnel in the event of an accident;
(9) Maintenance of records; and
(10) The inspection and maintenance of radiographic exposure devices, source changers, storage

containers, and radiation machines.
b. Rescinded IAB 4/8/98, effective 7/1/98.
c. Each licensee shall provide, as a minimum, two radiographic personnel when sources of radi-

ation are used for any industrial radiography conducted other than at a permanent radiographic instal-
lation (shielded room, bay, bunker).  If one of the personnel is a radiographer trainee, the other shall be a
radiographer trainer authorized by the license.

d. Collimators shall be used in industrial radiographic operations which use crank-out devices
except when physically impossible.

e. No individual other than a radiographer or a radiographer trainee who is under the personal
supervision of a radiographer trainer shall manipulate controls or operate equipment used in industrial
radiographic operations.
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45.3(7) Radiation surveys and survey records.
a. No radiographic operation shall be conducted unless calibrated and operable radiation survey

instrumentation, as described in 45.1(5), is available and for each exposure device used at each site
where radiographic exposures are made.

b. A survey with a calibrated and operable radiation survey instrument shall be made after each
radiographic exposure to determine that the sealed source has been returned to its shielded position.
The entire circumference of the radiographic exposure device shall be surveyed.  If the radiographic
exposure device has a source guide tube, the survey shall also include the entire length of the guide tube
and collimator.

c. (1)  All potential radiation areas where industrial radiographic operations are to be performed
shall be posted in accordance with 641—40.61(136C), based on calculated dose rates, before industri-
al radiographic operations begin.  An area survey shall be performed during the first radiographic ex-
posure (i.e., with the sealed source in the exposed position) to confirm that 641—40.61(136C) require-
ments have been met and that unrestricted areas do not have radiation levels in excess of the limits
specified in 641—subrule 40.26(1).

(2) Each time the exposure device is relocated or the exposed position of the sealed source is
changed, the requirements of 45.3(7)“c” (1) shall be met.

(3) The requirements of 45.3(7)“c” (2) do not apply to pipeline industrial radiographic operations
when the conditions of exposure include, but are not limited to, the radiographic exposure device,
duration of exposure, source strength, pipe size, and pipe thickness remain constant.

d. A lock-out survey, in which all accessible surfaces of the radiographic exposure device or
source changer are surveyed, shall be made to determine that each sealed source is in its shielded posi-
tion before securing the radiographic exposure device or source changer.

e. The sealed source shall be secured in its shielded position by locking the radiographic expo-
sure device or source changer each time the sealed source is returned to its shielded position.

f. Each radiographic exposure device and source changer shall be locked and the key removed
from any keyed lock prior to being moved or transported from one location to another and also prior to
being stored at a given location.

g. If a vehicle is to be used for storage of radioactive material, a vehicle survey shall be performed
after securing radioactive material in the vehicle and before transport to ensure that radiation levels do
not exceed the limits specified in 641—subrule 40.26(1) at the exterior surface of the vehicle.

h. Surveys shall be performed on storage containers to ensure that radiation levels do not exceed
the limits specified in 641—40.15(136C).  These surveys shall be performed initially with the maxi-
mum amount of radioactive material present in the storage location and thereafter at the time of the
quarterly inventory and whenever storage conditions change.

i. A survey meeting the requirements of 45.3(7)“b”  shall be performed on the radiographic ex-
posure device and the source changer after every sealed source exchange.  A survey shall be made of
the storage area as defined in 641—45.2(136C) whenever a radiographic exposure device is being
placed in storage.
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j. Records shall be kept of the surveys required by 45.3(7)“c,” “d,” “g,” “h,” and “i.”  Such
records shall be maintained for inspection by the agency for two years after completion of the survey.  If
the survey was used to determine an individual’s exposure, however, the records of the survey shall be
maintained until the agency authorizes their disposition.

45.3(8) Requirements for enclosed radiography.
a. Systems for enclosed radiography, including shielded-room radiography designed to allow

admittance of individuals shall comply with all applicable requirements of this chapter.
b. Procedures shall be evaluated at intervals not to exceed one year to ensure compliance with the

applicable requirements as specified in 641—subrule 40.26(1).  Records of these evaluations shall be
maintained for inspection by the agency for a period of two years after the evaluation.

c. Tests for proper operation of high radiation area control devices or alarm systems, where appli-
cable, shall be conducted, recorded, and maintained in accordance with 45.1(9)“b.”

45.3(9) Underwater, offshore platform, and lay-barge radiography.
a. Underwater, offshore platform, or lay-barge radiography shall not be performed unless specif-

ically authorized in a license issued by the agency in accordance with 45.3(11).
b. In addition to the other rules of this chapter, the following rules apply to the performance of

lay-barge or offshore platform radiography:
(1) Cobalt-60 sources with activities in excess of 20 curies (nominal) and iridium-192 sources

with activities in excess of 100 curies (nominal) shall not be used in the performance of lay-barge or
offshore platform industrial radiography.

(2) Collimators shall be used for all industrial radiographic operations performed on lay-barge or
offshore platforms.

45.3(10)  Prohibitions.  Industrial radiography performed with a sealed source which is not fas-
tened to or contained in a radiographic exposure device (fishpole technique) is prohibited unless spe-
cifically authorized in a license issued by the agency.

45.3(11)  Licensing for industrial radiographic operations.
a. Sealed sources used in industrial radiographic operations shall be licensed in accordance with

641—Chapter 39.
b. In addition to the licensing requirements in 641—Chapter 39, an application for a license shall

include the following information:
(1) A schedule or description of the program for training radiographic personnel which specifies:
1. Initial training,
2. Periodic training,
3. On-the-job training, and
4. Methods to be used by the licensee to determine the knowledge, understanding, and ability of

radiographic personnel to comply with agency rules, licensing requirements, and the operating and
emergency procedures of the applicant;

(2) Written operating and emergency procedures, including all items listed in Appendix D;
(3) A description of the internal inspection system or other management control to ensure that ra-

diographic personnel follow license provisions, rules of the agency, and the applicant’s operating and
emergency procedures;
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(4) A list of permanent radiographic installations and descriptions of permanent storage and use
locations.  Radioactive material shall not be stored at a permanent storage location or used at a perma-
nent use location unless such storage or use location is specifically authorized by the license.  A storage
or use location is permanent if radioactive material is stored at the location for more than 90 days and
any one or more of the following applies to the location:

1. Telephone service is established by the licensee;
2. Industrial radiographic services are advertised for or from the location;
3. Industrial radiographic operations are conducted at other sites due to arrangements made from

the location;
(5) A description of the organization of the industrial radiographic program, including delega-

tions of authority and responsibility for operation of the radiation safety program;
(6) A description of the program for inspection and maintenance of radiographic exposure devices

and transport and storage containers (including applicable items in 45.1(8) and Appendix A); and
(7) If a license application includes underwater radiography, a description of:
1. Radiation safety procedures and radiographer responsibilities unique to the performance of

underwater radiography;
2. Radiographic equipment and radiation safety equipment unique to underwater radiography;

and
3. Methods for gas-tight encapsulation of equipment;
(8) If a license application includes offshore platform or lay-barge radiography, a description of:
1. Transport procedures for radioactive material to be used in industrial radiographic operations;
2. Storage facilities for radioactive material; and
3. Methods for restricting access to radiation areas.

641—45.4(136C)  Radiation safety requirements for the use of particle accelerators for nonhu-
man use.

45.4(1) Purpose and scope.
a. This rule establishes procedures for the registration or licensing and the use of particle acceler-

ators.
b. Unless specifically required otherwise by this rule, all registrants or licensees performing op-

erations with a particle accelerator are subject to the requirements of 641—Chapters 38 to 40 and
641—45.1(136C).  The requirements of 45.1(10) do not apply.

45.4(2) Definitions.  For purposes of this subrule, definitions in 641—Chapter 38 may also apply.
As used in this rule, the following definitions apply:

“Self-shielded particle accelerator” means a particle accelerator with the accelerator installed in an
enclosure independent of the existing architectural structures except the floor on which it may be
placed.  The enclosure must have been evaluated by a qualified expert and that evaluation approved by
an appropriate regulatory authority through a device evaluation.  The self-shielded accelerator is in-
tended to contain at least that portion of material being irradiated, provide radiation attenuation, and
exclude personnel from its interior during generation of radiation.  A particle accelerator used within a
shielded part of a building, or which may temporarily or occasionally incorporate portable shielding, is
not a self-shielded particle accelerator.
IAC 4/8/98
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“Shielded facility” means an accelerator facility where shielding is required to be constructed on
site in order to assure compliance with the requirements of 641—Chapter 40, or where shielding sup-
plied with the accelerator has been evaluated by qualified experts and that evaluation approved by an
appropriate regulatory authority through a device evaluation.

45.4(3) Registration or license requirements.  No person shall receive, possess, use, transfer, own,
or acquire a particle accelerator except as authorized in a registration or license issued pursuant to
641—39.1(136C) to 39.4(136C) and the following requirements:

a. Accelerator facilities whose operations result in nuclear transformations that produce or are
likely to produce radioactive material more than the exempt quantities and concentrations listed in Ap-
pendices A and B of 641—Chapter 39 shall be authorized by the issuance of a radioactive material
license in accordance with 641—Chapter 39.

b. For accelerator facilities required to be licensed in accordance with 45.4(3), those operations
that would require personnel monitoring, pursuant to 641—40.37(136C), due to the presence of radio-
active material, shall be performed only by a specific licensee.  Such operations would normally in-
clude installation, testing and maintenance as well as routine operations.

45.4(4) General requirements for the issuance of a registration or license for particle accelera-
tors.  Along with the requirements of 641—39.1(136C) to 39.4(136C), an application for use of a par-
ticle accelerator will be approved only if the agency determines that:

a. The applicant is qualified by reason of training and experience to use the accelerator in ques-
tion for the purpose requested in accordance with this rule and 641—Chapter 40 in such a manner as to
minimize danger to public health and safety or property;

b. The applicant’s proposed or existing equipment, facilities, and operating and emergency pro-
cedures are adequate to protect health and minimize danger to public health and safety or property;

c. The issuance of the registration or license will not be inimical to the health and safety of the
public, and the applicant satisfies any applicable special requirement in 45.4(4);

d. The applicant has appointed a radiation safety officer responsible for the day-to-day operation
of the radiation safety program;

e. The applicant and the applicant’s staff have experience in the use of particle accelerators and
training sufficient for application to its intended uses;

f. The applicant has an adequate training program for operators of particle accelerators.
45.4(5) Personnel monitoring.  In addition to the requirements of 641—Chapter 40, personnel

monitoring shall be provided to and used by all individuals entering any area for which interlocks are
required unless a survey of the area has determined that radiation levels are below that of a high radi-
ation area; and

a. Power to an accelerator cannot be activated; or
b. An accelerated beam cannot be directed to the area.
45.4(6) Operations.
a. No registrant shall permit any individual to act as an operator of a particle accelerator until

such individual:
(1) Has been instructed in radiation safety and shall have demonstrated an understanding thereof;
(2) Has received copies of and instruction in this rule and the applicable requirements of

641—Chapter 40, pertinent registration and the registrant’s operating and emergency procedures, and
shall have demonstrated understanding thereof; and

(3) Has demonstrated competence to use the particle accelerator, related equipment, and survey
instruments which will be employed.
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b. The radiation safety officer or radiation safety committee, if applicable, shall have the author-
ity to terminate the operations at a particle accelerator facility if such action is deemed necessary to
minimize danger to public health and safety or property.

c. Along with the audit required in 641—subrule 40.10(3), each operator’s performance during
an actual accelerator operation shall be audited by the radiation safety officer or designee at intervals
not to exceed 12 months.  If an operator has not participated in an accelerator operation for more than
12 months since the last audit, the individual’s performance shall be observed and recorded at the first
opportunity the individual participates in an accelerator operation.  Records of the audits shall be main-
tained by the registrant for the agency inspection for three years from the date of the audit.

45.4(7) Shielding and safety design requirements.
a. A qualified expert acceptable to the agency shall be consulted in the design of a particle accel-

erator installation and called upon to perform a radiation survey when the accelerator is first capable of
producing radiation.

b. Each particle accelerator installation shall be provided with such primary and secondary barri-
ers as are necessary to ensure compliance with 641—40.15(136C) and 641—40.26(136C).

c. In addition to the requirements of 45.4(8)“a”  and “b,”  shielded facilities or self-shielded par-
ticle accelerators shall meet the following requirements:

(1) Authorization, by issuance of a construction permit, shall be granted upon a determination of
adequacy being made pursuant to the review of an initial application of the shielding design, physical
plant, and site specifications, and of the applicant’s proposed equipment, uses and workloads.  For a
shielded facility, the applicant shall submit an evaluation of the shielding design by a qualified expert.
For a self-shielded particle accelerator, the applicant need not submit an evaluation of a shielding de-
sign if an evaluation by an appropriate regulatory authority has been performed.  The applicant may
instead reference this evaluation.  The applicant shall maintain a copy of the evaluation of shielding
design for agency review.

(2) Authorization for installation and testing of an accelerator shall be given only after a deter-
mination of adequacy of testing protocols, testing safety procedures, staff training, and radiation detec-
tion instrumentation has been made; and

(3) Operational use of an accelerator shall be authorized only after determination of adequacy of
the items listed in 45.4(4) has been made by the agency.

45.4(8) Particle accelerator controls and interlock systems.
a. Instrumentation, readouts, and controls on the particle accelerator control console shall be

clearly identified, easily discernible and located outside the high radiation area.
b. Each entrance into a target area or other high radiation area shall be provided with two safety

interlocks that shut down the machine when the barrier is breached.
c. Each safety interlock shall be on a circuit that allows it to operate independently of all other

safety interlocks.
d. All safety interlocks shall be designed so that any defect or component failure in the safety

interlock system prevents operation of the accelerator.
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e. When a safety interlock system has been tripped, it shall only be possible to resume operation
of the accelerator by manually resetting controls at the position where the safety interlock has been
tripped and, lastly, at the main control console.

f. A scram button or other emergency power cutoff switch shall be located and easily identifiable
in all high radiation areas.  Such a cutoff switch shall include a manual reset so that the accelerator
cannot be restarted from the accelerator control console without resetting the cutoff switch.

45.4(9) Warning devices.
a. Each location designated as a high radiation area, and each entrance to such location, shall be

equipped with easily observable warning lights that operate when, and only when, radiation is being
produced.

b. Each high radiation area shall have an audible warning device that shall be activated for 15
seconds prior to the possible creation of such high radiation area.  Such warning device shall be clearly
discernible in all high radiation areas.

c. Barriers, temporary or otherwise, and pathways leading to high radiation areas shall be posted
in accordance with 641—40.61(136C).

45.4(10)   Operating and emergency procedures.
a. Particle accelerators, when not in operation, shall be secured to prevent unauthorized use.
b. The safety interlock system shall not be used to turn off the accelerator beam except in an emer-

gency.
c. All safety and warning devices, including interlocks, shall be checked for proper operation

intervals not to exceed three months.  Results of such tests shall be maintained at the accelerator facility
for inspection by the agency.

d. All incidents whereby the interlock system fails to operate properly or where the operation is
terminated by the interlock system shall be investigated and reported to the radiation safety officer or, if
applicable, the radiation safety committee.  Documentation shall be maintained for inspection by the
agency.

e. If, for any reason, it is necessary to intentionally bypass a safety interlock or interlocks, such
action shall be:

(1) Authorized by the radiation safety officer and, if applicable, the radiation safety committee;
(2) Recorded in a permanent log and a notice posted at the accelerator control console; and
(3) Terminated as soon as possible.
f. The registrant’s operating and emergency procedures shall include the following:
(1) Operation and safety instructions on the accelerator(s) to be used;
(2) Methods for controlling access to restricted areas;
(3) Methods and occasions for locking and securing sources of radiation;
(4) Use of personnel monitoring equipment;
(5) The procedure for notifying proper personnel in the event of an accident;
(6) Maintenance of records;
(7) Inspections and maintenance of the accelerator; and
(8) Steps to be taken in the case of an emergency.
g. A copy of the current operating and emergency procedures shall be maintained at the accelera-

tor control panel.
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45.4(11)  Radiation monitoring requirements.
a. A radiation protection survey shall be performed and documented by a qualified expert, ac-

ceptable to the agency, when changes have been made in shielding, operation, equipment, or occupan-
cy of adjacent areas.

b. Accelerator facilities registered pursuant to 45.4(3)“a”  shall survey with a radiation detection
instrument at intervals not to exceed three months.  Records of this survey shall be maintained for
agency review for three years.

c. Accelerator facilities registered pursuant to 45.4(3)“a”  shall survey for removable contami-
nation at intervals not to exceed three months to determine the degree of contamination.

d. Each time removable shields on self-shielded particle accelerators are opened, a visual survey
of the shielding must be performed to observe physical damage.  In addition, when these shields are
returned to the closed position, a physical radiation survey shall be conducted upon initial reactivating
of the accelerator.  Records of this survey shall be maintained for agency review for three years.

e. Accelerator facilities registered pursuant to 45.4(3)“a”  shall perform a survey with a radiation
detection instrument and surveys for removable contamination before maintenance or servicing of its
particle accelerator(s) or associated equipment located in the high radiation area.

f. Radiation levels in all high radiation areas shall be continuously monitored.  The monitoring
devices shall be electrically independent of the accelerator control and safety interlock systems and
capable of providing a readout at the control panel.

g. Upon installation, all area monitoring equipment shall be tested to assure proper operation un-
der operating conditions of the particle accelerator.  All area monitors shall be calibrated at intervals
not to exceed one year and after each servicing and repair.

h. Whenever applicable, accelerator facilities registered pursuant to 45.4(3)“a”  shall perform
surveys at intervals not to exceed six months to determine the amount of airborne particulate radioac-
tivity present.

i. All surveys shall be made in accordance with the written procedures established by the radi-
ation safety officer or a qualified expert who is acceptable to the agency.

j. Records of all radiation protection surveys, calibrations, and instrumentation tests shall be
maintained at the accelerator facility for inspection by the agency.

45.4(12)  Radiation safety officer.
a. Each registrant shall appoint a radiation safety officer that meets the following requirements:
(1) Possesses a high school diploma or a certificate of high school equivalency based on the GED

test;
(2) Documents two years of radiation protection experience.
b. The specific duties of the RSO include, but are not limited to, the following:
(1) To establish and oversee operating, emergency, and ALARA procedures and to review them

regularly to ensure that the procedures are current and conform with these rules;
(2) To oversee and approve all phases of the training program for accelerator operators so that ap-

propriate and effective radiation protection practices are taught;
(3) To ensure that required radiation surveys are performed and documented in accordance with

these rules, including any corrective measures when levels of radiation exceed established limits;
(4) To ensure that personnel monitoring devices are calibrated and used properly by occupational-

ly exposed personnel, that records are kept of the monitoring results, and that timely notifications are
made as required by 641—Chapter 40;

(5) To ensure that any required interlock switches and warning signals are functioning and that
radiation signs, ropes, and barriers are properly posted and positioned;

(6) To investigate and report to the agency each known or suspected case of radiation exposure to
an individual or radiation level detected in excess of limits established by these rules and each theft or
loss of source(s) of radiation, to determine the cause, and to take steps to prevent its recurrence;
IAC 4/8/98
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(7) To have a thorough knowledge of management policies and administrative procedures of the
licensee or registrant;

(8) To assume control and have the authority to institute corrective actions including shutdown of
operations when necessary in emergency situations or unsafe conditions;

(9) To maintain records as required by these rules;
(10) To ensure the proper storing, labeling, and use of the accelerator;
(11) To ensure that inspection and maintenance programs are performed in accordance with

45.1(6), 45.1(8), 45.4(10)“c” ; and
(12) To ensure that personnel are complying with these rules and the operating and emergency pro-

cedures of the registrant.

641—45.5(136C)  Radiation safety requirements for analytical X-ray equipment.
45.5(1) Purpose and scope.  This rule provides special requirements for analytical X-ray equip-

ment.  The requirements of this rule are in addition to, and not in substitution for, 641—Chapters 38,
39, and 40.  The requirements of rules 641—45.1(136C) to 641—45.4(136C) do not apply.

45.5(2) Definitions. For the purpose of this subrule, definitions in 641—Chapter 38 may also ap-
ply.  As used in this rule, the following definitions apply:

“Analytical X-ray equipment” means equipment used for X-ray diffraction or fluorescence analy-
sis.

“Analytical X-ray system” means a group of components utilizing X-rays or gamma rays to deter-
mine the elemental composition or to examine the microstructure of materials.

“Fail-safe characteristics” means a design feature which causes beam port shutters to close, or
otherwise prevents emergence of the primary beam, upon the failure of a safety or warning device.

“Local components” means part of an analytical X-ray system and includes X-ray areas that are
struck by X-rays such as radiation source housings, port and shutter assemblies, collimators, sample
holders, cameras, goniometers, detectors, and shielding, but does not include power supplies, trans-
formers, amplifiers, readout devices, and control panels.

“Normal operating procedures” means step-by-step instructions necessary to accomplish the anal-
ysis.  These procedures shall include sample insertion and manipulation, equipment alignment, routine
maintenance by the registrant or licensee, and data recording procedures, which are related to radiation
safety.

“Open-beam configuration” means an analytical X-ray system in which an individual could acci-
dentally place some part of his body in the primary beam path during normal operation.

“Primary beam” means radiation which passes through an aperture of the source housing by a di-
rect path from the X-ray tube or a radioactive source located in the radiation source housing.

45.5(3) Equipment requirements.
a. Safety device.  A device which prevents the entry of any portion of an individual’s body into the

primary X-ray beam path or which causes the beam to be shut off upon entry into its path shall be pro-
vided on all open-beam configurations.  A registrant or licensee may apply to the agency for an exemp-
tion from the requirement of a safety device.  Such application shall include:

(1) A description of the various safety devices that have been evaluated;
(2) The reason each of these devices cannot be used; and
(3) A description of the alternative methods that will be employed to minimize the possibility of an

accidental exposure, including procedures to ensure that operators and others in the area will be in-
formed of the absence of safety devices.
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b. Warning devices.
(1) Open-beam configurations shall be provided with a readily discernible indication of:
1. X-ray tube “on-off” status located near the radiation source housing, if the primary beam is

controlled in this manner; or
2. Shutter “open-closed” status located near each port on the radiation source housing, if the pri-

mary beam is controlled in this manner.
(2) An easily visible warning light labeled with the words “X-RAY ON,” or words having a simi-

lar intent, shall be located:
1. Near any switch that energizes an X-ray tube and shall be illuminated only when the tube is

energized; or
2. In the case of a radioactive source, near any switch that opens a housing shutter and shall be

illuminated only when the shutter is open.
(3) Warning devices shall be labeled so that their purpose is easily identified.  On equipment

installed after the effective date of these rules, warning devices shall have fail-safe characteristics.
c. Ports.  Unused ports on radiation source housings shall be secured in the closed position in a

manner which will prevent casual opening.
d. Labeling.  All analytical X-ray equipment shall be labeled with a readily discernible sign or

signs bearing the radiation symbol and the words:
(1) “CAUTION—HIGH INTENSITY X-RAY BEAM,” or words having a similar intent, on the

X-ray source housing; and
(2) “CAUTION—RADIATION—THIS EQUIPMENT PRODUCES RADIATION WHEN EN-

ERGIZED,” or words having a similar intent, near any switch that energizes an X-ray tube if the radi-
ation source is an X-ray tube; or

(3) “CAUTION—RADIOACTIVE MATERIAL,” or words having a similar intent, on the source
housing in accordance with 641—40.63(136C) if the radiation source is a radionuclide.

e. Shutters.  On open-beam configurations, each port on the radiation source housing shall be
equipped with a shutter that cannot be opened unless a collimator or a coupling has been connected to
the port.

f. Radiation source housing.  Each radiation source housing shall be subject to the following re-
quirements:

(1) Each X-ray tube housing shall be equipped with an interlock that shuts off the tube if it is re-
moved from the radiation source housing or if the housing is disassembled.

(2) Each radioactive source housing or port cover or each X-ray tube housing shall be so
constructed that, with all shutters closed, the radiation measured at a distance of 5 centimeters from its
surface is not capable of producing a dose in excess of 2.5 millirems (0.025 mSv) in one hour.  For
systems utilizing X-ray tubes, this limit shall be met at any specified tube rating.

g. Generator cabinet.  Each X-ray generator shall be supplied with a protective cabinet which
limits leakage radiation measured at a distance of 5 centimeters from its surface such that it is not capa-
ble of producing a dose in excess of 0.25 millirem (2.5 mSv) in one hour.

45.5(4) Area requirements.
a. Radiation levels.  The local components of an analytical X-ray system shall be located and

arranged and shall include sufficient shielding or access control such that no radiation levels exist in
any area surrounding the local component group which could result in a dose to an individual present
therein in excess of the dose limits given in 641—40.26(136C).  For systems utilizing X-ray tubes,
these levels shall be met at any specified tube rating.
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b. Surveys.
(1) Radiation surveys, as required by 641—40.36(136C), of all analytical X-ray systems suffi-

cient to show compliance with 45.5(4)“a”  shall be performed:
1. Upon installation of the equipment, and at least once every 12 months thereafter;
2. Following any change in the initial arrangement, number, or type of local components in the

system;
3. Following any maintenance requiring the disassembly or removal of a local component in the

system;
4. During the performance of maintenance and alignment procedures if the procedures require

the presence of a primary X-ray beam when any local component in the system is disassembled or re-
moved;

5. Anytime a visual inspection of the local components in the system reveals an abnormal condi-
tion; and

6. Whenever personnel monitoring devices show a significant increase over the previous moni-
toring period or the readings are approaching the limits specified in 641—40.15(136C).

(2) Radiation survey measurements shall not be required if a registrant or licensee can demon-
strate compliance with 45.5(4)“a”  to the satisfaction of the agency.

c. Posting.  Each area or room containing analytical X-ray equipment shall be conspicuously
posted with a sign or signs bearing the radiation symbol and the words “CAUTION—X-RAY EQUIP-
MENT” or words having a similar intent in accordance with 641—subrule 40.61(1).

45.5(5) Operating requirements.
a. Procedures.  Normal operating procedures shall be written and available to all analytical X-ray

equipment workers.  No individual shall be permitted to operate analytical X-ray equipment in any
manner other than that specified in the procedures unless such individual has obtained written approval
of the radiation safety officer.

b. Bypassing.  No individual shall bypass a safety device or interlock unless such individual has
obtained the approval of the radiation safety officer.  Such approval shall be for a specified period of
time.  When a safety device or interlock has been bypassed, a readily discernible sign bearing the words
“SAFETY DEVICE NOT WORKING,” or words having a similar intent, shall be placed on the radi-
ation source housing.

c. Repair or modification of X-ray tube systems.  Except as specified in 45.5(5)“b,”  no operation
involving removal of covers, shielding materials or tube housings or modifications to shutters, colli-
mators, or beam stops shall be performed without ascertaining that the tube is off and will remain off
until safe conditions have been restored.  The main switch, rather than interlocks, shall be used for rou-
tine shutdown in preparation for repairs.

d. Radioactive source replacement, testing, or repair.  Radioactive source housings shall be
opened for source replacement, leak testing, or other maintenance or repair procedures only by indi-
viduals authorized to specifically conduct such procedures under a license issued by the U.S. Nuclear
Regulatory Commission, an agreement state, or a licensing state.

45.5(6) Personnel requirements.
a. Instruction.  No individual shall be permitted to operate or maintain analytical X-ray equip-

ment unless such individual has received instruction in and demonstrated competence as to:
(1) Identification of radiation hazards associated with the use of the equipment;
(2) Significance of the various radiation warnings, safety devices, and interlocks incorporated

into the equipment, or the reasons they have not been installed on certain pieces of equipment and the
extra precautions required in such cases;
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(3) Proper operating procedures for the equipment;
(4) Recognition of symptoms of an acute localized exposure; and
(5) Proper procedures for reporting an actual or suspected exposure.
b. Personnel monitoring.
(1) Finger or wrist dosimetry devices shall be provided to and shall be used by:
1. Analytical X-ray equipment workers using systems having an open-beam configuration and

not equipped with a safety device; and
2. Personnel maintaining analytical X-ray equipment if the maintenance procedures require the

presence of a primary X-ray beam when any local component in the analytical X-ray system is disas-
sembled or removed.

(2) Reported dose values shall not be used for the purpose of determining compliance with
641—subrule 40.2(1) unless evaluated by a qualified expert.

641—45.6(136C)  Radiation safety requirements for wireline service operations and subsurface
tracer studies.

45.6(1) Purpose.  This rule establishes radiation safety requirements for using sources of radiation
for wireline service operations including mineral-logging, radioactive markers, and subsurface tracer
studies.  The requirements of this rule are in addition to, and not in substitution for, the requirements of
641—Chapters 38, 39, and 40.  The requirements of 641—45.1(136C) to 641—45.5(136C) do not ap-
ply.

45.6(2) Scope.  This rule applies to all licensees or registrants who use sources of radiation for
wireline service operations including mineral-logging, radioactive markers, or subsurface tracer stud-
ies.

45.6(3) Definitions.  For the purpose of this subrule, the definitions of 641—Chapter 38 may also
apply.  As used in this rule, the following definitions apply:

“Field station”  means a facility where radioactive sources may be stored or used and from which
equipment is dispatched to temporary job sites.

“Injection tool”  means a device used for controlled subsurface injection of radioactive tracer mate-
rial.

“Logging assistant” means any individual who, under the personal supervision of a logging super-
visor, handles sealed sources or tracers that are not in logging tools or shipping containers or who per-
forms surveys required by 45.6(22).

“Logging supervisor” means the individual who uses sources of radiation or provides personal su-
pervision of the utilization of sources of radiation at the well site.

“Logging tool”  means a device used subsurface to perform well-logging.
“Mineral-logging”  means any logging performed for the purpose of mineral exploration other than

oil or gas.
“Personal supervision” means guidance and instruction by the supervisor who is physically pres-

ent at the job site and watching the performance of the operation in such proximity that contact can be
maintained and immediate assistance given as required.

“Radioactive marker” means radioactive material placed subsurface or on a structure intended for
subsurface use for the purpose of depth determination or direction orientation.

“Source holder” means a housing or assembly into which a radioactive source is placed for the pur-
pose of facilitating the handling and use of the source in well-logging operations.

“Subsurface tracer study” means the release of a substance tagged with radioactive material for the
purpose of tracing the movement or position of the tagged substance in the well-bore or adjacent
formation.

“Temporary job site” means a location where radioactive materials are present for the purpose of
performing wireline service operations or subsurface tracer studies.
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“Uranium sinker bar” means a weight containing depleted uranium used to pull a logging tool
down toward the bottom of a well.

“Well-bore”  means a drilled hole in which wireline service operations or subsurface tracer studies
are performed.

“Well-logging”  means all operations involving the lowering and raising of measuring devices or
tools which may contain sources of radiation into well-bores or cavities for the purpose of obtaining
information about the well or adjacent formations.

“Wireline”  means a cable containing one or more electrical conductors which is used to lower and
raise logging tools in the well-bore.

“Wireline service operation” means any evaluation or mechanical service which is performed in
the well-bore using devices on a wireline.

45.6(4) Prohibition.  No licensee shall perform wireline service operations with a sealed source(s)
unless, prior to commencement of the operation, the licensee has a written agreement with the well
operator, well owner, drilling contractor, or landowner that:

a. In the event a sealed source is lodged downhole, a reasonable effort at recovery will be made;
and

b. In the event a decision is made to abandon the sealed source downhole, the requirements of
45.6(25)“c”  and the name of any other state agency having applicable regulations shall be met.

45.6(5) Limits on levels of radiation.  Sources of radiation shall be used, stored, and transported in
such a manner that the transportation requirements of 641—39.5(136C) and the dose limitation re-
quirements of 641—Chapter 40 are met.

45.6(6) Storage precautions.
a. Each source of radiation, except accelerators, shall be provided with a storage or transport con-

tainer.  The container shall be provided with a lock, or tamper seal for calibration sources, to prevent
unauthorized removal of, or exposure to, the source of radiation.

b. Sources of radiation shall be stored in a manner which will minimize danger from explosion or
fire.

45.6(7) Transport precautions.  Transport containers shall be physically secured to the transport-
ing vehicle to prevent accidental loss, tampering, or unauthorized removal.

45.6(8) Radiation survey instruments.
a. The licensee or registrant shall maintain sufficient calibrated and operable radiation survey

instruments at each field station to make physical radiation surveys as required by this subrule and by
641—40.36(136C).  Instrumentation shall be capable of measuring 0.1 milliroentgen (25.8 nanocou-
lombs/kg) per hour through at least 50 milliroentgens (12.9 microcoulombs/kg) per hour.

b. Each radiation survey instrument shall be calibrated:
(1) At intervals not to exceed six months and after each instrument servicing;
(2) For linear scale instruments, at two points located approximately 1/3 and 2/3 of full-scale on

each scale; for logarithmic scale instruments, at midrange of each decade, and at two points of at least
one decade; and for digital instruments, at appropriate points; and

(3) So that accuracy within 20 percent of the true radiation level can be demonstrated on each
scale.

c. Calibration records shall be maintained for a period of two years for inspection by the agency.
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45.6(9) Leak testing of sealed sources.
a. Requirements.  Each licensee using sealed sources of radioactive material shall have the

sources tested for leakage.  Records of leak test results shall be kept in units of microcuries (Bq) and
maintained for inspection by the agency for six months after the next required leak test is performed or
until transfer or disposal of the sealed source.

b. Method of testing.  Tests for leakage shall be performed only by persons specifically autho-
rized to perform such tests by the agency, the U.S. Nuclear Regulatory Commission, an agreement
state, or a licensing state.  The test sample shall be taken from the surface of the source, source holder,
or from the surface of the device in which the source is stored or mounted and on which one might
expect contamination to accumulate.  The test sample shall be analyzed for radioactive contamination,
and the analysis shall be capable of detecting the presence of 0.005 microcurie (185 Bq) of radioactive
material on the test sample.

c. Interval of testing.  Each sealed source of radioactive material shall be tested at intervals not to
exceed six months.  In the absence of a certificate from a transferor indicating that a test has been made
prior to the transfer, the sealed source shall not be put into use until tested.  If, for any reason, it is sus-
pected that a sealed source may be leaking, it shall be removed from service immediately and tested for
leakage as soon as practical.

d. Leaking or contaminated sources.  If the test reveals the presence of 0.005 microcurie (185 Bq)
or more of leakage or contamination, the licensee shall immediately withdraw the source from use and
shall cause it to be decontaminated, repaired, or disposed of in accordance with these rules.  A report
describing the equipment involved, the test results, and the corrective action taken shall be filed with
the agency within five days of receiving the test results.

e. Exemptions.  The following sources are exempted from the periodic leak test requirements of
45.6(9)“a”  to “d” :

(1) Hydrogen-3 sources;
(2) Sources of radioactive material with a half-life of 30 days or less;
(3) Sealed sources of radioactive material in gaseous form;
(4) Sources of beta- or gamma-emitting radioactive material with an activity of 100 microcuries

(3.7 MBq) or less; and
(5) Sources of alpha-emitting radioactive material with an activity of 10 microcuries (0.370 MBq)

or less.
45.6(10)  Quarterly inventory.  Each licensee or registrant shall conduct a quarterly physical inven-

tory to account for all sources of radiation.  Records of inventories shall be maintained for two years
from the date of the inventory for inspection by the agency and shall include the quantities and kinds of
sources of radiation, the location where sources of radiation are assigned, the date of the inventory, and
the name of the individual conducting the inventory.

45.6(11)  Utilization records.  Each licensee or registrant shall maintain current records, which
shall be kept available for inspection by the agency for two years from the date of the recorded event,
showing the following information for each source of radiation:

a. Make, model number, and a serial number or a description of each source of radiation used;
b. The identity of the well-logging supervisor or field unit to whom assigned;
c. Locations where used and dates of use; and
d. In the case of tracer materials and radioactive markers, the utilization record shall indicate the

radionuclide and activity used in a particular well.
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45.6(12)  Design, performance, and certification criteria for sealed sources used in downhole op-
erations.

a. Each sealed source, except those containing radioactive material in gaseous form, used in
downhole operations shall be certified by the manufacturer, or other testing organization acceptable to
the agency, to meet the following minimum criteria:

(1) Be of doubly encapsulated construction;
(2) Contain radioactive material whose chemical and physical forms are as insoluble and nondis-

persible as practical; and
(3) Has been individually pressure tested to at least 24,656 pounds per square inch absolute (170

MN/m2) without failure.
b. For sealed sources, except those containing radioactive material in gaseous form, in the ab-

sence of a certificate from a transferor certifying that an individual sealed source meets the require-
ments of 45.6(12)“a,”  the sealed source shall not be put into use until such determinations and testing
have been performed.

c. Each sealed source, except those containing radioactive material in gaseous form, used in
downhole operations, shall be certified by the manufacturer, or other testing organization acceptable to
the agency, as meeting the sealed source performance requirements for oil well-logging as contained in
the American National Standard Institute (ANSI) N542-1977 or United States of American Standards
Institute (USASI) N5.10-1968.

d. Certification documents shall be maintained for inspection by the agency for a period of two
years after source disposal.  If the source is abandoned downhole, the certification documents shall be
maintained until the agency authorizes disposition.

45.6(13)  Labeling.
a. Each source, source holder, or logging tool containing radioactive material shall bear a dura-

ble, legible, and clearly visible marking or label, which has, as a minimum, the standard radiation cau-
tion symbol, without the conventional color requirement, and the following wording:

DANGER1

RADIOACTIVE

This labeling shall be on the smallest component transported as a separate piece of equipment.
b. Each transport container shall have permanently attached to it a durable, legible, and clearly

visible label which has, as a minimum, the standard radiation caution symbol and the following word-
ing:

DANGER1

RADIOACTIVE

NOTIFY CIVIL AUTHORITIES
[OR NAME OF COMPANY]

1or CAUTION
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45.6(14)  Inspection and maintenance.
a. Each licensee or registrant shall conduct, at intervals not to exceed six months, a program of

inspection and maintenance of source holders, logging tools, source handling tools, storage containers,
transport containers, and injection tools to ensure proper labeling and physical condition.  Records of
inspection and maintenance shall be maintained for a period of two years for inspection by the agency.

b. If any inspection conducted pursuant to 45.6(14)“a”  reveals damage to labeling or compo-
nents critical to radiation safety, the device shall be removed from service until repairs have been made.

c. If a sealed source is stuck in the source holder, the licensee shall not perform any operation,
such as drilling, cutting, or chiseling, on the source holder unless the licensee is specifically approved
by the U.S. Nuclear Regulatory Commission, an agreement state, or a licensing state to perform this
operation.

d. The repair, opening, or modification of any sealed source shall be performed only by persons
specifically authorized to do so by the agency, the U.S. Nuclear Regulatory Commission, an agreement
state, or a licensing state.

45.6(15)  Training requirements.
a. No licensee or registrant shall permit any individual to act as a logging supervisor as defined in

this rule until such individual has:
(1) Received, in a course recognized by the agency, the U.S. Nuclear Regulatory Commission, an

agreement state, or a licensing state, instruction in the subjects outlined in Appendix D of this chapter
and demonstrated an understanding thereof;

(2) Read and received instruction in the rules contained in this chapter and the applicable sections
of 641—Chapters 38, 39, and 40 or their equivalent, conditions of appropriate license or certificate of
registration, and the licensee’s or registrant’s operating and emergency procedures, and demonstrated
an understanding thereof; and

(3) Demonstrated competence to use sources of radiation, related handling tools, and radiation
survey instruments which will be used on the job.

b. No licensee or registrant shall permit any individual to assist in the handling of sources of radi-
ation until such individual has:

(1) Read or received instruction in the licensee’s or registrant’s operating and emergency proce-
dures and demonstrated an understanding thereof; and

(2) Demonstrated competence to use, under the personal supervision of the logging supervisor,
the sources of radiation, related handling tools, and radiation survey instruments which will be used on
the job.

c. The licensee or registrant shall maintain employee training records for inspection by the
agency for two years following termination of the individual’s employment.

45.6(16)  Operating and emergency procedures.  The licensee’s or registrant’s operating and emer-
gency procedures shall include instructions in at least the following:

a. Handling and use of sources of radiation to be employed so that no individual is likely to be
exposed to radiation doses in excess of the standards established in 641— Chapter 40;

b. Methods and occasions for conducting radiation surveys;
c. Methods and occasions for locking and securing sources of radiation;
d. Personnel monitoring and the use of personnel monitoring equipment;
e. Transportation to temporary job sites and field stations, including the packaging and placing of

sources of radiation in vehicles, placarding of vehicles, and securing sources of radiation during trans-
portation;
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f. Minimizing exposure of individuals in the event of an accident;
g. Procedure for notifying proper personnel in the event of an accident;
h. Maintenance of records;
i. Use, inspection and maintenance of source holders, logging tools, source handling tools, stor-

age containers, transport containers, and injection tools;
j. Procedure to be followed in the event a sealed source is lodged downhole;
k. Procedures to be used for picking up, receiving, and opening packages containing radioactive

material;
l. For the use of tracers, decontamination of the environment, equipment, and personnel;
m. Maintenance of records generated by logging personnel at temporary job sites;
n. Notifying proper persons in the event of an accident; and
o. Actions to be taken if a sealed source is ruptured, including actions to prevent the spread of

contamination and minimize inhalation and ingestion of radioactive material and actions to obtain suit-
able radiation survey instruments as required by 45.6(8).

45.6(17)  Personnel monitoring.
a. No licensee or registrant shall permit any individual to act as a logging supervisor or to assist in

the handling of sources of radiation unless each such individual wears either a film badge or a thermo-
luminescent dosimeter (TLD).  Each film badge or TLD shall be assigned to and worn by only one
individual.  Film badges must be replaced at least monthly and TLDs replaced at least quarterly.  After
replacement, each film badge or TLD must be promptly processed.

b. Personnel monitoring records shall be maintained for inspection until the agency authorizes
disposition.

45.6(18)  Security.  During each logging or tracer application, the logging supervisor or other desig-
nated employee shall maintain direct surveillance of the operation to protect against unauthorized or
unnecessary entry into a restricted area, as defined in 641—Chapter 38.

45.6(19)  Handling tools.  The licensee shall provide and require the use of tools that will ensure
remote handling of sealed sources other than low activity calibration sources.

45.6(20)  Subsurface tracer studies.
a. Protective gloves and other appropriate protective clothing and equipment shall be used by all

personnel handling radioactive tracer material.  Precautions shall be taken to avoid ingestion or inhala-
tion of radioactive material.

b. No licensee shall cause the injection of radioactive material into potable aquifers without prior
written authorization from the agency and any other appropriate state agency.

45.6(21)  Particle accelerators.  No licensee or registrant shall permit aboveground testing of par-
ticle accelerators, designed for use in well-logging, which results in the production of radiation, except
in areas or facilities so controlled or shielded that the requirements of 641—40.15(136C) and
641—40.26(136C), as applicable, are met.

45.6(22)  Radiation surveys.
a. Radiation surveys or calculations shall be made and recorded for each area where radioactive

materials are used and stored.
b. Radiation surveys shall be made and recorded for the radiation levels in occupied positions and

on the exterior of each vehicle used to transport radioactive material.  Such surveys shall include each
source of radiation or combination of sources to be transported in the vehicle.
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c. If the sealed source assembly is removed from the logging tool before departing the job site,
the logging tool detector shall be energized, or a survey meter used, to ensure that the logging tool is
free of contamination.

d. Radiation surveys shall be made and recorded at the job site or wellhead for each tracer opera-
tion, except those using hydrogen-3, carbon-14, and sulfur-35.  These surveys shall include measure-
ments of radiation levels before and after the operation.

e. Records required pursuant to 45.6(22)“a”  to “d”  shall include the dates, the identification of
individual(s) making the survey, the identification of survey instrument(s) used, and an exact descrip-
tion of the location of the survey.  Records of these surveys shall be maintained for inspection by the
agency for two years after completion of the survey.

45.6(23)  Documents and records required at field stations.  Each licensee or registrant shall main-
tain, for inspection by the agency, the following documents and records for the specific devices and
sources used at the field station:

a. Appropriate license, certificate of registration, or equivalent document(s);
b. Operating and emergency procedures;
c. Applicable regulations;
d. Records of the latest survey instrument calibrations pursuant to 45.6(8);
e. Records of the latest leak test results pursuant to 45.6(9);
f. Records of quarterly inventories required pursuant to 45.6(10);
g. Utilization records required pursuant to 45.6(11);
h. Records of inspection and maintenance required pursuant to 45.6(14);
i. Survey records required pursuant to 45.6(22); and
j. Training records required pursuant to 45.6(15).
45.6(24)  Documents and records required at temporary job sites.  Each licensee or registrant con-

ducting operations at a temporary job site shall have the following documents and records available at
that site for inspection by the agency:

a. Operating and emergency procedures;
b. Survey records required pursuant to 45.6(22) for the period of operation at the site;
c. Evidence of current calibration for the radiation survey instruments in use at the site;
d. When operating in the state under reciprocity, a copy of the appropriate license, certificate of

registration, or equivalent document(s); and
e. Shipping papers for the transportation of radioactive material.
45.6(25)  Notification of incidents, abandonment, and lost sources.
a. Notification of incidents and sources lost in other than downhole logging operations shall be

made in accordance with appropriate provisions of 641—Chapter 40.
b. Whenever a sealed source or device containing radioactive material is lodged downhole, the

licensee shall:
(1) Monitor at the surface for the presence of radioactive contamination with a radiation survey

instrument or logging tool during logging tool recovery operations; and
(2) Notify the agency immediately by telephone and subsequently, within 30 days, by confirmato-

ry letter if the licensee knows or has reason to believe that a sealed source has been ruptured.  This letter
shall identify the well or other location, describe the magnitude and extent of the escape of radioactive
material, assess the consequences of the rupture, and explain efforts planned or being taken to mitigate
these consequences.
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c. When it becomes apparent that efforts to recover the radioactive source will not be successful,
the licensee shall:

(1) Advise the well operator of the regulations of the appropriate state agency regarding abandon-
ment and an appropriate method of abandonment, which shall include:

1. The immobilization and sealing in place of the radioactive source with a cement plug;
2. The setting of a whipstock or other deflection device; and
3. The mounting of a permanent identification plaque at the surface of the well, containing the

appropriate information required by 45.6(25)“d.”
(2) Notify the agency by telephone, giving the circumstances of the loss, and request approval of

the proposed abandonment procedures; and
(3) File a written report with the agency within 30 days of the abandonment.  The licensee shall

send a copy of the report to the appropriate state agency that issued permits or otherwise approved of
the drilling operation.  The report shall contain the following information:

1. Date of occurrence;
2. A description of the well-logging source involved, including the radionuclide and its quantity,

chemical, and physical form;
3. Surface location and identification of the well;
4. Results of efforts to immobilize and seal the source in place;
5. A brief description of the attempted recovery effort;
6. Depth of the source;
7. Depth of the top of the cement plug;
8. Depth of the well;
9. Any other information, such as a warning statement, contained on the permanent identification

plaque; and
10. The names of state agencies receiving a copy of this report.
d. Whenever a sealed source containing radioactive material is abandoned downhole, the licens-

ee shall provide a permanent plaque2 for posting the well or well-bore.  This plaque shall:
(1) Be constructed of long-lasting material, such as stainless steel or monel; and
(2) Contain the following information engraved on its face:
1. The word “CAUTION”;
2. The radiation symbol without the conventional color requirement;
3. The date of abandonment;
4. The name of the well operator or well owner;
5. The well name and well identification number(s) or other designation;
6. The sealed source(s) by radionuclide and activity;
7. The source depth and the depth to the top of the plug; and
8. An appropriate warning, depending on the specific circumstances of each abandonment.3

e. The licensee shall immediately notify the agency by telephone and subsequently by confirm-
ing letter if the licensee knows or has reason to believe that radioactive material has been lost in or to an
underground potable aquifer.  Such notice shall designate the well location and shall describe the mag-
nitude and extent of loss of radioactive material, assess the consequences of such loss, and explain ef-
forts planned or being taken to mitigate these consequences.

2An example of a suggested plaque is shown in Appendix F of this chapter.
3Appropriate warnings may include: (a) “Do not drill below plug-back depth”; (b) “Do not enlarge casing”; or (c) “Do not re-enter the hole”, followed by
the words, “before contacting the Iowa Department of Public Health.”
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CHAPTER 45—APPENDIX A

SUBJECTS FOR INSTRUCTION OF
RADIOGRAPHER TRAINEES

IAC 8/5/92, 4/8/98

Training provided to qualify individuals as radiographer trainees in compliance with 45.1(10) shall be
presented on a formal basis.  The training shall include the following subjects:

I. Fundamentals of radiation safety
A. Characteristics of radiation
B. Units of radiation dose and quantity of radioactivity
C. Significance of radiation dose

1. Radiation protection standards
2. Biological effects of radiation
3. Case histories of radiography accidents

D. Levels of radiation from sources of radiation
E. Methods of controlling radiation dose

1. Working time
2. Working distances
3. Shielding

II. Radiation detection instrumentation to be used
A. Use of radiation survey instruments

1. Operation
2. Calibration
3. Limitations

B. Survey techniques
C. Use of personnel monitoring equipment

1. Film badges
2. Thermoluminescent dosimeters (TLDs)
3. Pocket dosimeters

III. The requirements of pertinent federal and state regulations
IV. The licensee’s or registrant’s written operating and emergency procedures
V. Radiographic equipment to be used

A. Remote handling equipment
B. Operation and control of radiographic exposure devices and sealed

sources, including pictures or models of source assemblies (pigtails)
C. Storage and transport containers, source changers
D. Operation and control of X-ray equipment
E. Collimators



Ch 45, p.38 Public Health[641] IAC 8/5/92, 4/8/98

CHAPTER 45—APPENDIX B

GENERAL REQUIREMENTS FOR INSPECTION OF
INDUSTRIAL RADIOGRAPHIC EQUIPMENT

I. Panoramic devices (devices in which the sealed source is physically removed from the
shielded container during exposure) shall be inspected for:
A. Radiographic exposure unit

1. Abnormal surface radiation levels anywhere on camera, collimator, or guide tube;
2. Condition of safety plugs;
3. Proper operation of locking mechanism;
4. Condition of pigtail connector;
5. Condition of carrying device (straps, handle, etc.);
6. Proper labeling.

B. Source tube
1. Rust, dirt, or sludge buildup inside the source tube;
2. Condition of source tube connector;
3. Condition of source stop;
4. Kinks or damage that could prevent proper operation;
5. Presence of radioactive contamination.

C. Control cables and drive mechanism
1. Proper drive mechanism with camera, as appropriate;
2. Changes in general operating characteristics;
3. Condition of connector on drive cable;
4. Drive cable flexibility, wear, and rust;
5. Excessive wear or damage to crank assembly parts;
6. Damage to drive cable conduit that could prevent the cable from moving easily;
7. Connection of the control cable connector with the pigtail connector for proper mating;
8. Proper operation of source position indicator, if applicable;
9. Presence of radioactive contamination.

II. Directional beam devices shall be inspected for:
A. Abnormal surface radiation;
B. Changes in the general operating characteristics of the unit;
C. Proper operation of shutter mechanism;
D. Chafing or binding of shutter mechanism;
E. Damage to the device that might impair its operation;
F. Proper operation of locking mechanism;
G. Proper drive mechanism with camera, as appropriate;
H. Condition of carrying device (strap, handle, etc.);
I. Proper labeling.

III. X-ray equipment shall be inspected for:
A. Change in the general operating characteristics of the unit;
B. Wear of electrical cables and connectors;
C. Proper labeling of console;
D. Proper console with machine, as appropriate;
E. Proper operation of locking mechanism;
F. Timer run-down cutoff;
G. Damage to tube head housing that might result in excessive radiation levels.
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CHAPTER 45—APPENDIX C

TIME REQUIREMENTS FOR RECORD KEEPING

Specific
Section Name of Record

Time Interval Required for
Record Keeping

45.1(4) Receipt, transfer and disposal. Until disposal is authorized
by the agency.

45.1(5) Survey instrument calibrations. 2 years.

45.3(4) Leak tests. 2 years.

45.1(6) Quarterly inventory. 2 years.

45.1(7) Utilization logs. Until disposal is authorized
by the agency.

45.1(8) Quarterly inspection and
maintenance.

2 years.

45.1(9) High radiation area control
devices or alarm systems.

Until disposal is authorized
by the agency.

45.1(10) Training and testing records. Until disposal is authorized
by the agency.

45.1(12) Pocket dosimeter readings. 2 years or until disposal is
authorized by the agency if
dosimeters were used to deter-
mine external radiation dose.

Pocket dosimeter calibrations. 2 years.
Alarming ratemeter calibrations. 2 years.
Alarming ratemeter functions. 2 years.

45.3(6) Internal audit program. 3 years
Radiographer audits. 2 years

45.2(5)
and
45.3(7)

Radiation surveys. 2 years or until disposal is
authorized by the agency if a
survey was used to determine
an individual’s exposure.

45.1(16) Records at temporary job sites. During temporary job site
operations.

45.2(6)
and

Annual evaluation of enclosed
X-ray systems. 2 years.

45.3(8) Film badge or TLD records. Until disposal is authorized
by the agency.

45.1(9) Tests of Chapter 45 high radiation
control devices and alarm systems.

Until disposal is authorized
by the agency.

45.2(6) Evaluation of certified cabinet
X-ray systems.

2 years.
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CHAPTER 45—APPENDIX D

OPERATING AND EMERGENCY PROCEDURES
IAC 6/4/97, 4/8/98

The licensee’s or registrant’s operating and emergency procedures shall include instructions in at least
the following:

A. Handling and use of sources of radiation for industrial radiography such that no individual is
likely to be exposed to radiation doses that exceed the limits established in 641—Chapter 40;

B. Methods and occasions for conducting radiation surveys, including lock-out survey require-
ments;

C. Methods for controlling access to industrial radiography areas;
D. Methods and occasions for locking and securing sources or radiation;
E. Personnel monitoring and the use of personnel monitoring equipment, including steps to be

taken immediately by industrial radiographic personnel in the event a pocket dosimeter is found to be
off-scale;

F. Methods of transporting equipment to field locations, including packing of sources of radi-
ation in the vehicles, placarding of vehicles, and controlling of sources of radiation during transporta-
tion (including applicable U.S. Department of Transportation requirements);

G. Methods or procedures for minimizing exposure of individuals in the event of an accident, in-
cluding procedures for a disconnect accident, a transportation accident, and loss of a sealed source;

H. Procedures for notifying proper personnel in the event of an accident;
I. Specific posting requirements;
J. Maintenance of records (Appendix C); and
K. Inspection and maintenance of radiographic exposure devices, source changers, storage con-

tainers, transport containers, source guide tubes, crank-out devices, and radiation machines.
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CHAPTER 45—APPENDIX E

SUBJECTS TO BE INCLUDED IN TRAINING COURSES FOR LOGGING SUPERVISORS
I. Fundamentals of radiation safety.

A. Characteristics of radiation.
B. Units of radiation dose and quantity of radioactivity.
C. Significance of radiation dose.

1. Radiation protection standards.
2. Biological effects of radiation dose.

D. Levels of radiation from sources of radiation.
E. Methods of minimizing radiation dose.

1. Working time.
2. Working distances.
3. Shielding.

F. Radiation safety practices including prevention of contamination and methods of
decontamination.

II. Radiation detection instrumentation to be used.
A. Use of radiation survey instruments.

1. Operation.
2. Calibration.
3. Limitations.

B. Survey techniques.
C. Use of personnel monitoring equipment.

III. Equipment to be used.
A. Handling equipment.
B. Sources of radiation.
C. Storage and control of equipment.
D. Operation and control of equipment.

IV. The requirements of pertinent federal and state regulations.
V. The licensee’s or registrant’s written operating and emergency procedures.
VI. The licensee’s or registrant’s record-keeping procedures.
IAC 4/8/98
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CHAPTER 45—APPENDIX F
EXAMPLE OF PLAQUE FOR IDENTIFYING WELLS CONTAINING SEALED SOURCES

CONTAINING RADIOACTIVE MATERIAL ABANDONED DOWNHOLE

[COMPANY NAME]

[WELL IDENTIFICATION]

ONE 2 CURIE CS-137 RADIOACTIVE
SOURCE ABANDONED 3-3-75 AT

8400 FT. PLUG BACK DEPTH 8200 FT.
DO NOT RE-ENTER THIS WELL BEFORE

CONTACTING
[RADIATION CONTROL AGENCY]

CAUTION

The size of the plaque should be convenient for use on active or inactive wells, e.g., a 7-inch square.
Letter size of the word “CAUTION” should be approximately twice the letter size of the rest of the
information, e.g., ½-inch and ¼-inch letter size, respectively.

These rules are intended to implement Iowa Code chapters 136B and 136C.
[Filed 4/7/80, Notice 2/6/80—published 4/30/80, effective 7/1/80]

[Filed 5/17/85, Notice 2/27/85—published 6/5/85, effective, see rule 41.7]
[Filed 11/6/87, Notice 9/23/87—published 12/2/87, effective 1/6/88]
[Filed 7/17/92, Notice 5/27/92—published 8/5/92, effective 9/9/92]
[Filed 9/17/93, Notice 8/4/93—published 10/13/93, effective 1/1/94]
[Filed 7/14/94, Notice 6/8/94—published 8/3/94, effective 9/7/94]

[Filed 5/15/95, Notice 3/29/95—published 6/7/95, effective 7/12/95]
[Filed 1/11/96, Notice 10/11/95—published 1/31/96, effective 3/6/96]
[Filed 9/16/96, Notice 7/17/96—published 10/9/96, effective 11/16/96]

[Filed 5/16/97, Notice 4/9/97—published 6/4/97, effective 7/9/97]
[Filed 3/18/98, Notice 1/14/98—published 4/8/98, effective 7/1/98]
[Filed 4/2/99, Notice 1/13/99—published 4/21/99, effective 7/1/99]
[Filed 6/25/99, Notice 5/5/99—published 7/14/99, effective 9/15/99]

IAC 7/14/99


